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EET 264 – PC Troubleshooting and Repair

	VIDEO
	AUDIO

	Computer Cases

Show side of case with panel partly ajar.

Action: Remove panel

Action: Turn case toward camera
Show front of case
	
Speaker: Safety: Always unplug the computer from the wall outlet before working on it. We’re going to begin with the computer case. This is an ATX form factor case. ATX stands for advanced technology extension. 

Speaker: This is how the interior of the case looks before we install the components. Later in this course, we’ll learn about the various components that go together to build a computer, and we’ll see how they fit together inside the case.

Speaker: The front of the ATX case shows the bays available for expansion. (Points out the upper bays) The upper four bays may be used for CD-ROMs, CD read/write, DVD-ROMS, DVD read/write, or zip drives. (Points out lower bays) The two lower bays are for floppy disk drives. 

END THIS SEGMENT



	Power Supplies

Closeup of power supply out of case

Action: Turns power supply to back where connectors are. Zoom on connectors.

Action: Zoom out, turn case to side; show power supply being installed in case. Note antistatic strap.

Pan to rear of case; zoom on power supply area.

Zoom out slightly.
	Speaker: As a reminder, always make sure the computer is unplugged from the wall outlet before you being working on it. The power supply is the first component we’re going to install. 

Speaker: (Points to connectors in turn) The connector on the left is an AT power connector. On the right is an ATX connector. Both run from the power supply to the Motherboard.

Speaker: The power supply goes into the back of the case near the top. Notice the antistatic strap on my wrist. The strap drains off the static charge from your body, which could interfere with the computer components. It’s important to wear an antistatic strap when working with electronic components.

Speaker: (Installing screws to secure the power supply.) With the power supply in place, secure it with screws. Be careful not to over-tighten the screws.

Speaker: (Moves hands so the rear of case is unobstructed. Points to socket.) This is the socket where you will plug in the power cord.

Speaker: Our next step will be to install the motherboard.

END THIS SEGMENT




